
 

Interlocking Garage Floor Tiles 

Instillation Guide 

 

Preparation  

1) Ensure that the area being covered has been cleaned thoroughly either by sweeping or 

vacuuming. 

2) Tools for insulation: 

• Rubber mallet 

• A utility knife for cutting tiles to your required size for smaller installations 

• A jigsaw or guillotine may be required to cut the tiles for larger installations 

 

Method 

You can start constructing the floor tiles using one of the following two options: 

A: Start by placing your first tile in the centre of the area being covered, this will mean that the floor 

tiles will be symmetrical around the edges where cuts are necessary.  

B: If there is a garage door where a ramped edge is required you will need to start from the centre of 

that entrance point. Place the first tile in the centre of the entrance making sure that you leave 

enough space for the ramped edge (55mm). When doing this make ensure that the male or female 

edges of the matting correspond with the edges of your ramped edging tiles. 

 

 

 

 

 

 

 

 

 

If you do not have ramped edges and want the floor tiles to be straight edged you can simply cut off 

the male or female edges. Please note that when removing these tabs it is removing 20mm from the 

overall size of the floor tile. 
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Simply connect the floor tiles together like a jigsaw by connecting the male edges into the female 

edges shown in the image above, you may wish to gently use a rubber mallet for this. 

Allow for expansion due to temperature changes – when fitting the floor tiles up against a wall it is 

advised to leave between a 5mm to 10mm gap. For larger areas a bigger gap may be required. 

 

Useful Information 

• The impervious surface makes the floor tiles simple and quick to clean using a mop, brush or 

machine 

• To help maintain the tiles finish you may apply a varnish or sealer 

• In most situation these floor tiles will not require gluing. However, gluing is recommended in 

situations where heavy duty pallet trucks or forklifts are being use. 

 

 


